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 L1B Readiness

* Product stability

e Plansfor L1B Updatesto Launch + 7 months
e |[temsyou need to know

e Background charts
— File format description
— L1B V2.1.5 performance metrics

— Versioning convention (New)
— Improvement features for each delivered version
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L 1B Readiness MoDIs
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Level 1B code status
Enhancementsfor May 30 delivery
Unit testing through End-to-End Testing

L 1B delivery history

— Report card for & T processes from SDST/DAAC for
recent deliveries

Plans for enhancements up to launch

Computer Resourcesof MCST (CROM) status
and plans
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Level 1B Code Status

_evel 1B development follows an evolutionary
Ife cycle moddl.

_atest version running at the DAAC (2.1.5)
Implements all the science algorithms defined
for theMarch 1, 1999 delivery.

Algorithm changes have imposed new
requirementson the Level 1B code for the May
30, 1999 delivery Summarized on the next page.
Coding of new requirementsisapproximately
25% complete.
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Enhancementsfor the May 30,

1999 Delivery of Level 1B - |

e |mplement a common algorithm for TEB and
RSB for computing background DN using 3-
sigma outlier reection:

— TEB retains ADC correction option.
— RSB transitionsto BB DNs if the moon is in the space-
view port.
— Only major architectural change
 Writeadditional datatothe OBC file needed
for Solar Diffuser and SRCA cross-granule
analysis.
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Enhancementsfor the May 30,
1999 Delivery of Level 1B - |1

* |mplement changesto RSB reflectance and
radiance calibration scalesto use common
values over a whole granule.

 Add usage of RSB detector saturation tables.

* Implement RSB uncertainty algorithm.

« Change TEB LUTsfor calibration parameters.
* Implement refined TEB uncertainty algorithm.

 |mplement QA refinementsfor both RSB and
TEB.

* Implement fixesfor minor code defects.
 Add Band 26 SDS
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L 1B Testing MODIs
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« Unit level (MCST)

— each function broken out into a unit test directory.

— unit test drivers define input data and subordinate functions
(usually stub functions).

« Component level (MCST)

— major modules tested similar to units except that subordinate
functions are fully tested units.

— Input data derived from simulated L 1A data provided by SDST or
created manually.

« CSCI level (MCST)
— Entire L1B code run using ssmulated L1A data provided by SDST.

 End-to-End (ETE) level (SDST, DAAC)
— L1B run within SDST and at DAAC to test ETE functionality.
— Thesetests use old releaser v2.0

- Support SICETEIn May MODIS Science Team MCST Briefing 4,5 May 1999
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L 1B Delivery History

(MCST) Version Implementation Date
2.0 Functional S/W system to support 10/97
post-launch processing
2.1 Incorporate algorithm changes 4/98
from analysis of PFM data
2.1.1 Emphasis on maintainability, 2/26/99
resolve open metadata items
2.1.5 Fixed defects in 2.1.1. Provided 4/26/99
more realistic LUTSs.
(3.0.0.0) 2.2 At-launch version, best physics 5/30/99
Incorporated.

« All deliveries have been made on schedule
. MCST Dédliveriesto SDST have had minimum turnaround for delivery

to DAAC on order of 1 working day
MODIS Science Team MCST Briefing 4,5 May 1999
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L 1B Testing Beyond May 30

 End-to-End (ETE) level (SDST, DAAC)
— L1B run within SDST and at DAAC to test ETE functionality.
— Thesetests use old release v2.0
— Further ETE tests will be supported

 Unit, component and CSCI testswill be continued,
as necessary, whenever code changes are made.

« Difference methods (comparing old output with
new output) for LUT changeswill be employed to
catch LUT input errors.

o Science-level testing with MCST generated data
sets
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Plansfor Enhancements
up to Launch

Incorporate elements on list for May 30 delivery
which did not get completed

Revised RSB flat-fielding approaches
Add few new LUTSs

No significant changes to architecture can be
supported and still have L1B launch-ready for July
15 or 28 launch date
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Computer Resources

of MCST (CROM)

- 88 GB per day of processed and unprocessed data
(approximately 20%, including duplicate for mats, of the total
data stream) from the DAAC to support analysis operations.

« DeliveredviaaT-3ling; installation scheduled late May.
 Capacity processdatafrom EDSLevel Othrough L 1B,
primarily on 4-processor Alphaserver. Final hardware
configuration isunder way now for this system.

« Algorithmsto processdatathrough L1A and L 1B have
been delivered by SDST and MCST. These algorithms are now
being ported. The porting effort isbehind schedule, but is
expected to be completed by May 31.

o Softwareto automate local processing of datafrom LOto

L 1B isunder development now. Delivery of completeversion is
scheduled for May 31. Software development ison target to

satisfy this schedule. MODIS Science Team MCST Briefing 4,5 May 1999
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Product Stability

Period L + 34 daysto L + 49 days. Unstable/unofficial, using
pre-launch calibration values only

Period L + 50 daysto L + 65 days. Install on-orbit calibration
look-up tables

First L1B Validation Workshop at L + 130 days. Beginning at L
+ 145 days: Official L1B Operations

— Reprocess preceding data segments as required by MODI S Science Team

L + 145toL + 7 months. Update per Operational Activities,
Vicarious Activities and Characterization Activitiesasrequired
(small changes as approach native instrument potential)

— Reprocess preceding data segments as required by MODI S Science Team

2nd Calibration Validation Workshop at L + 7 months
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Plansfor L1B Updatesto

Launch + 7 Months

MCST most likely scenario for L 1B code

Estimated most likely L 1B update scenario
— Rapid response critical changes as needed

— Moderate/low impact changes accumulated and
Incorporated monthly through A& E

— Frequent LUT updates following MCST validated
program outputs
Remove Band 26 SDS unlesstold no (L +120)

Plan to reprocessall of first 130 daysof L 1B
data following Validation Workshop

Scene Contrast Scatter |ndex not scheduled for
Implementation

MODIS Science Team MCST Briefing 4,5 May 1999
Section 2, Page 13



ltems (we believe) you

need to know

* Non-intuitive aspects of Level 1B File For mat

* Uncertainty index strategy (see Miami ‘99
charts)

e Scene contrast index - not implemented
— Product and uncertainties correspond to flat scenes only
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Non-intuitive Aspects of Data Product:

Data Earth-registered within Packets

Bandsin data packetsare Earth-registered

Actual data acquisition separated by distance
across FPA, and isnot Earth-registered

Maximum separation is Band 32 to Band 30
which is 29 frames

ALL spectral and spatial corrections (SWIR
leaks, B31 »» B32-B36, etc) must be based on
contempor aneous data acquisitions and must
be adjusted for on-board data ordering for co-
registration
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Non-intuitive Aspects of File Format

Detector Ordering within Band

o Detector numbersassigned by hardware
engineersarereverse of data storage numbers

In level 1B

— Allows indexing of lines of data within a scan to
Increase from 1 to 10, 20, or 40, in increasing
along-track direction

e Levda 1A reversesdetector order sent down in
telemetry stream

* |Indexing of detectorswithin band in SBRS
documentation not consistent with L1B
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day only

day only

day only

day and night

Fill Value = -1
(missing pixels,
all SDSs)

Relationship Between L 1A Product Band

Groupingsand L 1B Groupings

L1A Product

250m
Bands: 1,2

500m
Bands: 3,4,5,6,7

1km_day
Bands: 8,9,10,11,12,
13l0,13hi,14lo,14hi,

15,16,17,18,19

1km_night

26,27,28,29,30,
31,32,33,34,35,36

Bands: 20,21,22,23,24,25,

L1B Products

Band 26

day and night

250m_RefSB
Bands: 1,2

500m_RefSB
Bands: 3,4,5,6,7

1km_RefSB
Bands: 8,9,10,11,12,
13l0,13hi,14lo,14hi,

15,16,17,18,19,26

1km_Emiss
Bands: 20,21,22,23,24,25,
217,28,29,30,
31,32,33,34,35,36

Band 26 RefSB

MODIS Science Team MCST
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(RefSB night mode
SDSs, only)

Missing or invalid
data value: a number
greater than 32767
(all SDSs)

(Processed, even
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Non-intuitive Aspects of File Format
Reflective Solar Band Data at

1 km Resolution

o Sequencein which the 1 km Reflective Solar
Bandsarewritten to level 1B products

— TDI Bands 13lo, 13hi, 14lo, 14hi treated as separate bands

— Band names follow sequence “8,9, . . ., 13lo, 13 hi, 14lo,
14 hi, 15,...,19,26"

— 1km RSB band numbers follow sequence
8,9,...,13,13.5,14.0,14.5,...19,26

 Band N (N=15...19, 26) found other than where
you would expect to find them in SDS

o EXisting SDST readersincorporatethisfeature
now

MODIS Science Team MCST Briefing 4,5 May 1999
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Non-intuitive Aspects of File Format

Storage of Band 26 Data

» Reflective Band data in night mode stored as
fill values= 65535 BUT

e Band 26 1sareflective band but data retur ned

even at night
— dataare in aseparate SDS written for day and night
mode
— day mode data duplicated in 1 km RSB SDS

— Band 26 separate SDS will be removed at launch+120
days unless requested otherwise by Science Team

MODIS Science Team MCST Briefing 4,5 May 1999
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Back-up Charts
for L 1B software
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L 1B Product Format:

HDF*-EQS**

Global Attributes Science Data
CoreMetadata.O
StructMetadata.0 SDS SDS
ArchiveMetadata.O
Band Subsetting Instrument and
SDSs Uncertainty SDSs
Noncoremetadata:
Product, QA, Swath
SDS Vdatas
MODIS L1B . Engineering Data
Science and Ggolocatllgn ?PSS Vdatas in OBC file
Engineering In EV 1km file in EV 1km file
Data

*Hierarchical Data Format (HDF), National Center for Supercomputing
Applications (NCSA), University of Illinois, Champaign, lllinois.
*HDF-EOS Primer for Version 1 EOSDIS. 175-WP-001-001. White Paper,
Hughes Applied Information Systems, April 1995

MODIS Science Team MCST Briefing 4,5 May 1999
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Global Attributes, Summary

Core metadata provide granule level information for
Ingesting, cataloging, and searching data products.

Archive metadata provide granule-level data which are not
written to the searchable database.

Product metadata satisfy requirement to track MODIS
specific data at the granule level.

QA Metadata provide the information needed at the
granule level to track the quality of the calibration.

HDF-EOS Swath Metadata are dimension metadata stored
as a global attribute "StructMetadata.0". These are not
accessed by the user.

L1B Product User’s Guide (PUG) will contain more

detailed information. Delivery date: June 21, 1999
MODIS Science Team MCST Briefing 4,5 May 1999
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Instrument and Uncertainty SDSs

e 1 km Earth View file:

— reflected solar band calibrated data at 250 m resolution aggregated to 1 km,
— reflected solar band calibrated data at 500 m resolution aggregated to 1 km,
— reflected solar band calibrated data at 1 km resolution,

— emissive thermal band calibrated data at 1 km resolution,

— uncertainty indices for the all four sets of calibrated data,

— number of samples used in the aggregations.

e 500 m Earth View file:

— reflected solar band calibrated data at 250 m resolution aggregated to 500 m,
— reflected solar band calibrated data at 500 m resolution,

— uncertainty indices for both sets of calibrated data,

— number of samples used in the aggregations.

e 250 m Earth View file:

— reflected solar band calibrated data at 250 m
— uncertainty indices for the calibrated data.

MODIS Science Team MCST Briefing 4,5 May 1999
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L1B In-Granule Data Flow

(middle
granule)

L1A L1A L1A Geolocation

J

Process control file, Emissive_Lookup_Tables_file
metadata configuration file PGEO2 Reflective_Lookup_Tables_file
for each product. // \ \ QA _Lookup_Tables file

EV EV EV

OBC

250M 500M 1KM

(L1B granules correspond
to middle L1A granule)
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Typical L1B Product Volumes

Day Mode Night Mode

Input volume

L1A granules 3 x 537 MB 3 x178 MB

Geolocation 58 MB 58 MB
Output Volume

250m granule 273 MB 21 MB

500m granule 262 MB 21 MB

1km granule 319 MB 128 MB

OBC file 54 MB 54 MB

MODIS Science Team MCST Briefing 4,5 May 1999
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PGEOQO2 Current Code Metrics

(V2.1.5)

# code functions 112
# code lines* 16.3 K
Language: C
U libraries: .
ST'_lsDIF rarnes Typical CPU*f |
HDE-EOS SG Indigo 32.5 min.
Uses PGS Toolkit SG Octane 14.2 min.
RAM 114 MB

* includes both comments and source, header and code
** 203-scan day mode. Night mode runs are a few minutes less.
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MCST Level 1B

Versioning Strategy

e Thenew format VA.B.C.D, where

— A isan integer that isincremented for file spec changes,

— B isan integer that isincremented for major science
changes,

— Cisaninteger that isincremented for minor science
changes or code bug fixes which affect the science data
products, and

— D isaninteger that is incremented for any lookup table
(LUT) change.
e Location: Standard Archive M etadata:
— ALGORITHMPACKAGEVERSION (acharacter string)
 May 30 Delivery:
— Version “3.0.0.0” (PGEO2 version 2.2)
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Procedures for Updating

o A (file spec changes)

— Any change in number of data sets or content of data sets
will result in an increment. (Excludes minor changesto a
description or wording within the file spec).

B and C: (Science/code changes)

— MCST Project Manager decides when a code change
warrants either of these.

« D(LUT change)
— Any change to Reflective, Emissive or QA LUTs.
e Resetting digitsto zero:
— Procedures under review, considering reprocessing
Implications

MODIS Science Team MCST Briefing 4,5 May 1999
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Additional LUT Version

e Digit “D” identifiesif any LUT changed in any of
the LUT files. Additionally, each LUT file
containsa serial number and date of last change.
Thesearewritten tothe L 1B products as global
attributes:

— Reflective LUT Serial Number and Date of Last Change
— Emissive LUT Serial Number and Date of Last Change
— QA LUT Serial Number and Date of Last Change

e Additional information on each LUT (including
a change history) will be placed on the MCST
web site:

— http://mcstweb.gsfc.nasa.gov

MODIS Science Team MCST Briefing 4,5 May 1999
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MODIS PFM
Routine Operations O

Section Divider
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M ODI S Routine Operations

Commanding by a 7-day in advance command load

Advance plan published in Operations Section of MCST
Homepage

Field Campaign Form in Operations Section (few operational
activitieswill impact normal Earth observations)

Some Day-mode data collection at night planned to verify SWIR
corrections

Band 26 will not beincluded in L 1B product beyond Day 90 unless
Science Team directs otherwise

SD observations about weekly

L unar observationsthrough Space View Port via small roll
maneuver about monthly

OBC Black Body War m-up/cool-down cycle about monthly

SRCA spectral and spatial mode testsless frequently than monthly

MODIS Science Team MCST Briefing 4,5 May 1999
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Operational Activities Schedule

for period after A& E

« Day 95 SD screen up and screen down
— and each week to day 150, then each two weeks to day 4000
e Day 96 Deep Space Pitch
— again at Days 2096 and 3999
« Day 98 Lunar View (Space View Port)
— and each 28 days thereafter
« Day 100 SRCA Spatial
— and each 90 days thereafter

« Day 105 Blackbody warmup/cooldown
— and each 30 days thereafter

 Day 120 SRCA Spectrd
— and each 120 days thereafter
« Day 120 Sector rotation, SD corner view for RV S testing
— and each 30 days thereafter
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Science Team | nteractions

 Timelinesposted on MCST Homepage
— 48 hour predicts (first 90 days)
— 7 day predicts there-after

 Field Campaigns Form so we know your needs
http://mcstweb.gsfc.nasa.gov/| OT/campaign_form.html

o Calibration Validation Workshops
— Calibration-Applicable Archive Test Scenes (CAATYS)

L 1B development statistics and change history
will be posted to Homepage

 Codeand Look-up Tablesavailable (by
subscription) via Homepage for DB, etc

« Additional components of Homepage
communication TBD
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Calibration Validation
Wor kshops

Consensus for calibration changes developed
through Workshop interactions

Objectiveto understand impact of calibration
changesto Level 2 products

Test proposed changeswith actual data

CAATSused to providetest scenesto L2
developers

— Use L2 developers recommended test scenes
Project first meeting about 90 days after launch
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Calibration -Applicable Archival

Test Scenes (CAATYS)

 ThisisaPost-launch Calibration Validation Workshop
strategy for L 1B validation and improvements
— Minimize surprisesto L2 products from updatesto L1B

— User Groups requested to identify selected scenes to test candidate
calibration improvements

— Freguently these will be scenes associated with ground truth

e Workshopswould be held about twice yearly

o Test scenesfor thispurpose are being called CAATS

— MCST (or our friends) would send out CAATS processed L1B
files with test candidate calibration improvements for L2
developersto review in advance of each workshop
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Communications

with Users- |

o Data and Level 1B code will be widely
available.

— Code distributed by subscription so we can “push’ to
subscribers information on code updates as they are
Implemented

« MCST will not haveresourcesto maintain a
Help Desk

— Estimated level-of-effort 1-2 FTE for first year of
launch
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Communications

with Users- ||

« MCST will maintain a web page describing
level 1B, productsand calibration infor mation
— Development status

— Descriptions of
* Level 1B software system
e Look up tables
« Algorithms

— FAQsfor calibration, Level 1B and products
— Change history of Level 1B
— Change history for Look Up Tables
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